CITY OF EAST PROVIDENCE
DEPARTMENT OF PUBLIC WORKS
ENGINEERING DIVISION
STANDARD DETAIL

7' HIGH GATE WITH 3' HIGH TRANSOM

3" PRESSED STEEL
BALL TOPS

3" LINE RAIL CLAMP
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1 5/8" BLACK POLY
TOP RAIL 40WT.
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BEVELED TENSION BAND (TYP)
BEVELED BRACE BANDS (TYP}
6GA BLACK ALUMINUM
TIES ALL FENCING (TYP) 1 ——
| —2'BLACK MESHf9GA. CORE
FUSION BONDED CLASS 28

3" END RAIL CLAMP

1 5/8" MIDDLE RAIL
BLACK POLY 40WT

N
COMMERCIAL BOX
HINGES (TYP)\

3" HEAVY DUTY PRESSED
STEEL FULCRUM LATCH
LOCKABLE

1-5/8" GATE FRAME BLACK POLY
40WTI WELDED ALL AROUND JOINTS
TO FORM A RIGID FRAME

m

P MAX= == "2 X 3’6" DEEP
=illli== CONCRETE FOOTING
I CONCRETE 3000LBS
o ==
KNUCKLED SELVAGE
TOP & BOTIOM
- = {THIF———COMPACTED SUB
12 GRADE AT BOTTOM
OF FOOTING EXCAVATION
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